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The Chorus CC 700 is a center speaker which blends in perfectly with the entire Chorus line thanks to the optimization of the phase, resulting in 
optimal directivity and excellent acoustic coherence which is reinforced thanks to the high quality of its dynamics, linearity and timbre.

Type 2-way shielded center sealed loudspeaker

Drivers Two 61/2" (16.5cm) Polyglass midbass
1" (25mm) TNV2 Al/Mg inverted dome tweeter

Frequency response (+/- 3dB) 61Hz - 28kHz

Low frequency point -6dB 52Hz

Sensivity (2.83V / 1m) 91dB

Nom. impedance 8 Ohms

Minimum impedance 5.2 Ohms

Recommended amplifier power 25 - 200W

Crossover frequency 3000Hz

Dimensions (HxLxP) 75/16x191/3x711/6" (185x491x195mm)

Net weight 16.5lbs (7.5kg)

Chorus CC 700, Walnut finish.

New suspension material
“PORON”.

Smoother sound.

Two 61/2" (16.5cm) Polyglass midbass.
Dynamic midrange, tight bass.

OPC crossover.
Perfect staging.

Insulated Focal terminals.

Solid MDF construction
up to 1" (25mm) width.

Non parallel inner wall structure.
Compact sealed cabinet.
Maximum performance 
for a compact size.

New grille cloth design 
Better integration

Restyling of the cabinet 
More contemporary design

Key features
• Speakers designed and manufactured by Focal.
• Exceptional sound and quality for the price.
•Rosewood, Walnut, Black Style finishes.

Other finishes available

WalnutRosewood Black Style


